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Product Specification  
 
 
 

12” Industrial LCD Monitor  
 
 
Overview  
 
This product is a high performance industrial flat panel monitor.  It is designed as an operator 
interface device for continuous use under heavy duty conditions.  It incorporates a high 
performance active matrix LCD panel, an optional touchscreen, and will directly connect to any 
standard analog VGA video signal.  It is available in several mechanical configurations. 
 
 

Graphics/Video  
 
Graphics interface via standard HD15M video cable, up to 50 feet remote from video source 
Standard resolutions:  800 x 600 (native mode),  640 x 480 @ any standard refresh rate 
Maximum supported resolution 1024 x 768 @ 60 Hz 
Active viewing area  12.1" diagonal  
18 bit (262,000) color supported in any video mode 
User screen image adjustment via rear access buttons 

- Auto Adjust, 1 Step 
- Brightness, Contrast 
- Horizontal and Vertical Position 
- Horizontal Width 
-     Settings stored in NVRAM, no software required 

Viewing angle  70 degrees horizontal,  45 degrees vertical (up),  55 vertical (down) 
Contrast Ratio 600:1 
Brightness   400  nit 
Response rate   15 mSec 
Backlamp typical life -   50,000 hrs, replaceable 
 
 

Touchscreen  
 
LS12T family incorporates the Elo Touchsystems AccuTouch 5 wire resistive system 
LS12TC family incorporates the Dynapro/3M NFI capacitive system  
Emulates a traditional mouse, can be used concurrently with a mouse 
Interface via RS-232 to host computer (COM1, etc) via standard DB-9M cable, 50 foot max 
 
 

Power  
 
This product requires a regulated external power source to provide power as follows: 

+12 VDC   1.2   Amps Continuous 
Output Line Regulation  +/- .2% or better 
Output Load Regulation  +/- 5% or better 

Connection is via 5 pin DIN on the rear of the product 
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